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इस भाग में भिन्न पृष्ठ संख्या दी जाती है जिससे कि यह अलग संकलन के रूप में 

रखा पा सके 
Separate Paging is given to thly Part in order that it may be filed in 

reparato compilation 


पर्यावरण और वन मंत्रालय 
( पर्यावरण, वम नथा वन्यजीव विभाग ) 

अधिसूचना 
नई दिल्ली, 21 फरवरी , 1991 


मा . का . नि . 93( अ ) .- .- केन्द्रीय सरकार , पर्यावरण ( संरक्षण ) अधिनियम, 1986 ( 1986 का 29 ) की धारा 25 धारा प्रवत शक्तियों का प्रयोग 
करते हुए, पर्यावरण ( संरक्षण ) नियम , 1986 में और संशोधन करने के लिा. निम्नलिखित नियम बनाती हैं, अर्थात् :- - 
___ 1 ( 1 ) इन नियमों का संक्षिप्त नाम पर्यावरण ( मंरक्षण ) मग मंशोधन नियम , 1991 है । 

( 2 ) ये गमाव में प्रकाशन की तारीख को प्रदान होगे । 

१. पर्यावरण ( संरक्षण ) नियम , 1986 में , श्रम सं . 47 और उममें संबंधित प्रविष्टियों के पश्चात निम्नलिखित क्रम संख्याक और प्रविष्टियां अन्तः 
स्थापित की गाएंगी, अर्थात् :- - 

- -- - - - - 
2 . सं . उद्योग पैरामीटर 

मानक 
3 


- 


..- 


. . - - 


- . 


- 


- - - - 


- - - 


- 


- 


- 


- 


- - - - -- 


- - 


- 


- 


- - - - . 


उत्सर्जन 


48. कांच उधोग 
क . गोडा लाथम और योगेमिलिफेट और अन्य विशेष कांच 

( सीमा मे भिन्न ) 
( क ) भट्टी : 
क्षमता 
( 1 ) 60 एम टी/दिन की उत्पाद प्राप्ति क्षमता तक 


कणिगीय पदार्थ 


2 . 0 कि . ग्रा ./ घंटा 


. - - - . - . - - - 


- - . 


- 


- 


- - - - - - 
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(1) 
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- - - - - 


- --- - 


- - - - - - - - -- - 


- - - 


- - - - - - 


- - 


- 


- - 


- - 


( ? ) 60एम टी /दिन की उत्पाद प्राप्ति अमना मे अधिकः 


यतिकीय पनार्थ 


प्रास उत्पाद का 0 . 5 कि . ग्रा . एमटी 


( 3 ) सभी क्षमताभों के लिए 


स्टवः ऊंचाई 


एच -14 ( क्यू )0.3 जहां पय कि , ग्रा ./घंटा 

में एम . ओ . की विमर्जन पर है और एच 
मीटरों में ग्रैक की ऊंचाई है । 


मुल पानोरा 
एन ओ एकम 


5 () एम मी / एन एम 
नये मंगंवों में निम्न एन ओ एस बनों का प्रयोग । 


( ब ) अन्य डों में प्राणलोपी उस्मर्जन नियंत्रण के लिए निम्नलिखिन उपागों का कार्यान्वयन : - 
( 1 ) धरती मामगी का परिवहन ग्मिनरोधी प्राधानों में किया जाना चाहिए । 
( 2 ) क्यूलेट निमित्त धूलगेधी होना चाहिए और उममें जल छिनकाव पर उपयोग किया जाना चाहिए । 
( 3 ) बच निर्मिन मेगम पावन होना चाहिए । 


र मीमा मचि 


( क ) भट्टी 


सभी धमलाएं 


फणिकीय पदार्थ 


फणिकीय पदार्थ 


50 एम जी /एम एम 
20 गम जी /एनएम 


मामा 


-- - - --- - . 


. . - । - 


- - - 


- - - - - - 


- - -- - - -- -- -- - - 


- - . . - . . . - 


- 


. - . - . . 


। . 


. . 


. - - -. 


- - . - 


. 


. - - 


. - 


- . - . . 


टिप्पण :-- गट्टी फीगि पाग हाऊम मे धत जन्ममम नियंत्रण उपक्रगें रो जाहा आना चाहिए और वह पूर्वोभत मानकों के अमुरूप हो । 


( ख) अन्य दो से पालोपि उत्मर्जन नियंत्रण के लिए निम्नलिखित उपायों का कार्यान्वयन : 
( 1 ) बैच मिश्रण , अनुपाती सेक्शन और अंतरण बिन्दु प्रायस होने चाहिए और उसे निम्नलिखित मानकों में अनाप होन के लिए नियंत्रण वास्कों में 
जोडा जाना चाहिए :- - 

कणिकीय पदार्थ 

50 एम जी /एन एम . 
सीमा 

20 एम गी / एन एम , 
( 2 ) मीमा कांच फकों में न्यूनतम स्टेक चाई 30 मीटर होनी चाहिए । 
( ग ) फिरोजाबाद स्थित पाम भट्टी 
भट्टी कणिकीय पदार्थ 

1200 एम जी/ एन एम 


- -- 


- 


- 


- - - 


. . 


- .-- - . - - - - . - . - - 


. . . - 


.. - . - - - - . - - - - 


- - - - .. - . 


. - . 


- . - . - - 


. . 


. 


. 


.. 


. - - 


- . - 


- . - - . 


- - 


- - 


- 


टिषण :- --स्थानीय पर्यावरण दनाओं पर निर्भर करमे हुए राज्य केन्द्रीय प्रश्पण नियंत्रण मोई कार विहिन मानकों से अधिक मारे मानक विहित कर सकता है । 


कांच उद्योग (मभी प्रवर्गों के लिए ) 


आह. यप्राय : 
पी एच 
बल निलंबित नि : : 
तेल और ग्रीग 


6 . 5 - 8 . 5 
100 एम जी / एन 
11) एम जी /एल 


19. चमा भट्टा 
क्षमता . 
5टी दिन तक 


स्टक ऊंचाई 
पभोक्त 


5टी दिन से कार 


स्टैग ऊंचाई 


भमि स्तर (जिसके अन्तर्गत भट्ट की ऊंचाई 

भी है ) मे 30 मीटर की ऊंचाई के स्टक 
के माथ एक हट की व्यवस्था की जानी 

चाटिए । 
एच - 14 ( क्य ) 0.3 जहाँ क्यू कि . ग्रा ./घंटा 

में एम ओ , की उत्सर्जन पर है और इन 

मीटरों में रटेक मी ऊंचाई है । 
500 एम मा/ एन एम 
150 एम जी / एन एम 


5ढा/दिन में अधिक और 40 दिन तक 
40टो दिन से उपर. 


कणिकीय पदार्थ 

- यथावन 


- - - . . 


. . 


- 


- 


- 


- 


- - - - 


- 


- - 


- 


[ भाग 11 - -- ( ) 
-- - - - - .. .. - - --- - -- -- - - -- 


भारत का राजपत्र : अमाधारण 
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- - - 


-- - - - - - - - - - - 


- - - - - 


- - :: 


- -- -. * __ - - - - - - -- - - - - --- - - 


- -- - 


----- ---- 


- - 


- - 


- 


- - - - 


- 


- 


- 


. 


. . . 


___ - 


। - - - - - - 


- - 


- - 


- । 


. .. 


- 


- -- 


- 


- 


- 


- - - - 


- - 


- - 


- - -- 


- - 


- - - - - - 


। . 


- 


50. * अधशाला, मास और समुद्री खाद्य उद्योग 
प्रवर्ग : - .. 


बहिन्नाव 


एम जी / एल में सफेन्त्रण 


क . यध शाला 

( क ) 70 टी एम पल्यू के आर 


100 
100 


20° स . पर नी ऑडी, 
निलंपित पिड 
तेल और ग्रीस 
20°से पर वी आधी 


10 


500 


( ब ) 70 टी एम उम्ल्यू के और उससे कम 
म. माम प्रसंस्करण 

( क ) हिमशीतित मांस 


30 


20° से . पर. 
मी भी की 
निलंमिस पिंड 
सेल और ग्रीम 


50 


1 


. 


( ख ) अपनी ही बधशाला से कन्या माम 


20° से . पर 
भी ओडी 
मिलपित पित 
तेल और ग्रीम 


50 


( ग ) अन्य स्वासों से कण्या मांस 


स्क्रीम और सेप्टिक टेंक द्वारा ध्ययन 


( ग ) समुम्री खाद्य उद्योग 


20 से . पर 
मी ओडी 
निलंबिन पिड 
सेल और ग्रीस 


- - 


- 


- 


- 


- 


- - 


- 


- 


- - - 


Pr 


टिप्पण : - - 

( 1 ) टी एल डब्ल्यू के - - उस जीवित पशु फा वमन जिमका वध किया गया ; 
( 2 ) मगर पालिका सीपर में व्ययम की वणा में जहां सीज का भभिक्रियान्वयन किया जाना है उद्योग स्क्रीन और नल और ग्रीस पथकरण एकक 

प्रतिष्ठापित करेंगे ; 
( 3 ) जहाँ तक मानकों का संबंध है ऐसे उद्योगों को जिनके पास बधणाला के साथ माय माम प्रसंस्करण एकत्र भी है, मांस प्रसंस्करण प्रवर्ग में मममा 

जाएगा । 
* मायलर गृह से उस्मर्मन मानक उन मानकों के अनुरूप होंगे जिन्हें पर्यावरण ( संरक्षण ) अधिनियम , 1986 के अधीन मा . का . नि . 742 ( अ ) तारीख 
30- 8-1090 भारा पूर्णतः निहित किया जा चुका है । 


31. *म्बाद्य और फल प्रसंस्करण उद्योग 


बहिस्राय 


मंकेन्द्र ण एम मी / एन गे अधिक मही उत्पाद की मात्रा 

पी एम एम . 


पी एच 


6 . 5 - 8 . 5 


प्रवर्ग 
( क ) मु .पेय 
( क ) फलों पर आधारित कृत्रिम ) 

( 0 . 4 एम टी /दिन से अधिक ) बाल और टेटरपिया । 


100 


मिसंबितगिर 
तेल और ग्राम 
20° मे पर. बी ओछी 


110 


30 


सेपटिक टेक द्वारा ध्ययन 


( ख ) कृत्रिम ( 0 . 4 एम टी/दिन से कम ) 
( ख ) फल और सब्जियां 
( क ) 0 . 4 एम टी/ दिन से अधिक 


6 . 5 - 8 . 5 


50 


पी एम 
निलंबित पिड 
ताल और ग्रीम 
20° से . पर 
बी ओ 


10 


( स ) 0 . 1- 0 . 4 एम टी/दिन 

( मी वर्ष ) 


30 
सेपटिक टैक 
आशयन 


- - 


- 


- 


- - - 


- 


- - . . 
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- - 


- 


- - - 


.- - - - - . .. 


. . . . - 


- 


- 


- - . 


- - - - - 


- - - 


- - - 


( फ ) और रोड तथा बिस्कुट 
( 1 ) निरन्तर प्रक्रिया 

( 20 टी /दिन से अधिक ) 


6 . 5 - 85 


पी एच 
20° से . पर 
श्री ओली 


25 


210 
सेपटिक टैंक द्वारा व्ययन 


( 2 ) अमिरम्तर प्रक्रिया 

( 20 एम टी /दिन से कम ) 
( ख ) निस्कुिट उत्पादन 
( 1 ) 10 टी /विम और भधिक 


6 . 5 - 8 . 5 


पी एच 
20° सें . पर 
मी ओसी 


300 


35 


10 


( 2 ) 10 टी/विम से कम 

सेपटिक टंक 

द्वारा ध्ययन 
( 1 ) कम्फेक्शनरीज़ 
( क ) 4टी/दिन धौर अधिक 

पी एच 

6 . 5 - 8 . 5 
निमंमित पिठ 

50 
तेल और ग्रीस 

20° सें , पर बी भी जीत 
( ब ) 4टी/विम से कम 

सेपटिक टैंक द्वारा व्ययन 
टिप्पण :- - " मसफल एककों " के प्रवर्ग को अभिनिश्चित करने के लिए नमूना लेने की तारीख से 30 पूर्व संचालन दिनों में औमत निक उत्पादन और प्राणाप्ट 

जल विसर्जन को ध्यान में रखा जाएगा । 
* बायलर गह से उत्सर्जन उन मानकों के अनुरूप होगा जिन्हें पर्यावरण ( संरक्षण ) अधिनियम, 1988 के अधीन सा . का . नि . सं . 742( अ ), तारीख 30- 8- 90 

द्वारा पूर्वत: विहित किया जा चुका है । 
52 . * जूट प्रसंस्करण उद्योग : 

महिलाघ 

एम जी / एल में संकेन्द्रण सिवाय 

पी एच और जल उपभोग के 
पी एच 

5 . 5 - 9 . 0 
20 से . पर 
मी मोडीत 

10 
निलंबितपिट 

100 


- - 


- 


- 


- 


- -- 


- 


तेल प्रोर ग्रीस 

10 
जल उपभोग 

उत्पाद का 1 . 60 सी यू एम टन 
टिप्पण :- - जूट प्रसंस्करण उद्योग के लिए जल उपभोग जनवरी, 1992 से उत्पाद का 1 . 5 सो यू एम / टम होगा । 

2. इस समय तम्य बहिसाब के लिए रंग की कोई परिसीमा नहीं दी गई है परन्तु जहां तक संभव हो रंग हटा देना चाहिए । 
* बायलर गृह से स्टैक उत्सर्जन उन मानकों के अनुरूप होगा जिन्हें पर्यावरण (संरक्षण ) अधिनियम , 1986 के अधीन सा . वा नि . 742 ( अ ), तारीख 

30-8-90द्वारा पूर्वतः विहित किया जा चुका है । 
53. बड़ी लुगदी और कागज/ प्रखबारी कागज/रेयन ग्रेड लुगदो महिम्नाथ 

एम / एल में केन्द्रण सियाय पी एन आर 
संयंत्र जो 74000 एम टी / वर्ष से अधिक क्षमता के हों 

टी प्रो सी एल के 
पीएम 

7 . 0 -- 8 . 5 
20° से , पर 
यो प्रोग 
सी मोही 
निलंमित पिछ 
* टी मो सीएल महाव 

उत्पाद प्रा : . 0 कि . ग्रा / टन 
( कुल अपशिष्ट विसर्जन ) 
* * ( 1 ) बड़ी लुगदी पौर कागज 

उत्पादित कागज का 20(0 सी यू एम /टन 
( ३ ) बड़ा रेयन मेड/ प्रखबारी कागज 

उत्पादित कागज का 1 50 सो यू एम /टन 


30 


150 


50 


* कुम्न काममिक क्लोराहा ( टीमो मो एल ) के लिए मामफ जनवरी, 1992 से लागू होंगे । 
* * बदी लगवी और कागज मिलों के लिए फुल अपशिष्ट जल विसर्जन की बाबा मानका 1994 स्थापित किए जाएगे जो उगादि कागज के 100 
सी य. एमटन के मानकों को पूरा करेंगे । 


भारत का राजपन्न . असाधारण 
- -- - -- -- - - - - - - - -- - - 


- - - - 


- 


---- - -- - -- 


- 


- 


- 


- 


- 


- - - --- --- 
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- 
54 . छोटी लुगदी मोर कागज 

फागण संयंत्र जो 24,000 एम टी / 
वर्ष तक की क्षममा का हो : 


- 


- 


- - 


- --- - 


- 


- 


- - - - - - 


- 


. - - -. - - .- . - 


..-. 


- - - 
वहिनाव 


प्रवर्ग : 


कुल अपशिष्ट जल विसर्जन 


उत्पादिन कागज या 200 मी यू एम/टन 


( क ) कृषि आधारित 
( ब ) अपशिष्ट कागज पर साधारित 


यथोक्न 


उत्पादित कागज का 75 मी यू एमटन 


जनवरी , 1994 से स्थापित कृषि पर प्राधारित मिल उतादिन कागज के 150 सी यू एम /टन के मानकों को पूरा करेंगे । 
* * जनवरी, 1992 से स्थापित प्रशिष्ट कागज मिल, उत्पादित कागज के 50 सी यू एम /टन मानकों को पूरा करेंगे । 


5 5. साधारण बहिसाव अभिक्रियान्वयन सयंत्र 


बहिनाव 


फ . प्राथमिक अभिक्रियान्वयन 


( सी ई टी पी के लिए अंगगम हिताय वालिटी ) 


( एम जी /एन में संकम्त्रण ) 


5 . 5 


- 9 . ॥ 


45 


20 


पी एच 
तापमान में . 
तेल पीर ग्रीस 
फोनाग्निक मिश्रण 
( मी 6 एच, प्रो एच के रूप में ) 
अमोनियल नाइट्रोजन ( एन के रूप में ) 
सायनाइड ( सी एन के रूप में ) 
क्रोमियम (हेसावेलेंट ) 
( सी भार- 6 के रूप में ) 
क्रोमियम ( मुग्ल ) 
( सीपार के रूप में ) 

बा (सीयू के रूप में ) 
सीसा ( पी बी के रूप में ) 
निकल ( एन प्राई के रूप में ) 
जिक (जेड एन के रूप में ) 
भार्सेनिक ( ए एस के रूप में ) 
पारद (एम जी के रूप में ) 
कडमियम ( सी ही के रूप में ) 
मेलिनियम ( एस ई के रूप में ) 
फनोराइस (एफ के रूप में ) 
मोरोन ( मी के रूप में ) 
रेडियो एक्टिव पवार्थ एल्फा उत्तसमः, 
एष मा / एम एल 
बीटा उस्मर्जक , एच सी / एम एल 


1 . ॥ 


१ . 


॥ 


. 


15 


. . . 


: 


1 . 01 


1 . 0 


005 


15 


111 - 7 


10 - R 


. . . . . . - - . - 


- 


- 


- . . 


. 


- 


- - - 


- . 

- - 


- - 


- 


- 


- - 


-- 


- - 


- 


- 


- 


- 


- 


टिप्पण 


1 . ये मानक लघु उद्योगों को लाग होंगे, अर्थात 25 के एल/दिन तक कुल विसर्जन । 


, प्रत्येक मोईटीपी और जयके मंघटक एककों के ग्निा राश्य बाई स्थानीय रता और दणामी के नख " मानक विधि । कर गा । ये मानय. ऊपर विहित 
साधिक को हो सकते हैं । परन्तु एककों में ममह के मामले में राप मोर्ड सी पी सी बी की महमनि मे उपयम पग्मिीमा यिष्टित करेंगे । 
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- 


-- - - - -- - - - - - -- - 


- -- " - . . . - - - - - - - 


- - --- -- 


- - 


- 


- -- --- -- --- - - - - - - - - 

( 1 ) 


- - - - - - - - 


- - - - - - - - - - - - - - -- - - - - -- - 


-- -- - - - - - - -- - - -- -- - - - - - - - - 


समुद्री तटीय क्षेत्रों में 


अन्तर्देशीय जल 
मतहम 


मिचाई के लिए 
भमि पर 


एम जी / एल में संकेन्द्रण मियाय पी एच और नापमान के 


( 1) साधारण महिलाव अभिक्रियान्वयन की अभिक्रियित 
बाहिन्नाव नालिटी 

पी एच 
20° में . पर बी मोही, 
तेल और ग्रीस 


5 . 5 - 9 . 0 


5 . 5 - 9 . 0 


5 . 5 - 9 . 0 


30 


100 


100 


10 


10 


तापमान 


20 
विसर्जन बिन्दु पर 
45° से . 


बहिसान निगम से 
अनु प्रवाह के 15 
मीटर के भीतर 
प्रवाह के किसी 
सेक्शन में 40° से . 
से अधिक मही होगा । 


निलंबित पिड 


100 


2010 


( क ) अपशिष्ट जल प्रक्रिया 

के लिए - 100 
( ग्य ) शीतलक जल यहिनाव 

के लिए अंसरस्मात्र 
शीतलक जल के कुल 
निलंबित पदार्थ से 
ऊपर 10 प्रतिशत 


2100 


2100 
1 . 0 


1 . ) 


50 


510 


I0U 


250 


250 
0 . 2 
0 . 01 


0 , 01 


(0 . 1 


[ . 0 


1 . 0 


2 . 0 
2 . 0 


विलीन पिड ( आकामिक ) 
कुल अपशिष्ट क्लोरीन 
अमोनिया में नाइट्रोजन 
( एन के रूप में ) 
फुल केल्यान नाइट्रोजन 
( एन के रूप में ) 
रामायनिक माक्सीमन माग 
प्रासेमिक ( ए एस के रूप में ) 
पारख ( एच जी के रूप में ) 
मीसा ( पी बी के रूप में ) 
कैमियम (सीरी के रूप में ) 
फुल क्रोमियम ( सी पार के रुप में ) 
मांबा ( मी यू के रूप में ) 
जिंक ( जेड एन के रूप में ) 
सैलिनियम एस ई के रूप में ) 
निकाल ( एन पाई के रूप में ) 
बोरोन ( बी के रूप में ) 
परसेंट सोमियम 
मायनाइड ( सी एन के रूप मे ) 
क्लोराइड ( सी एल के रूप में ) 
फलोराइड ( एफ के रूप में ) 
मस्फेट ( एस प्रो के रूप में ) 
कीटनाशी सल्फाइड ( एम के रूप में ) 
नाशक जीव मार 
फोनोलिक मिश्रण 
( मी एच प्रो एच के रूप में ) 


2 . 0 
3 . 10 
5 . i) 


15 


(0 . 05 


(0 . 05 


3 . 0 


5 . 0 


2 . 0 


60 
0 . 2 
600 


() , 
1000 


() . 


1000 


1000 


2 . 8 
अनुपस्थित 


5 . 
अनुपस्थित 


अनुपस्थित 


1 . 0 


5 . (0 


- 


- - 


- 


- 


- 


- 


- 


- ... ." - - -- - 


- 


- 


- 


- 


टिप्पणी :- - रंग और दुर्गन्ध को दूर करने के लिए यथासंभव प्रयाग किए जाने चाहिए । 


. [ ग 


4. 5 )11/ 4/2HITT Trtern ] 
मुकुल गनयाल, मयुक्न मचित 


an 11 -- 1796 il 
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- - - - 


- - - - - - 


- 


- 


- -- 
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77 47 TITAT # X4 } ( ), AFT TO 7 , 1450 1171 Taft fra Titi ATTITTAT FAPTT 1 . 1 . ( ), 177 
111777), 1987 ; 1.01. -1. 393 ( ) ,na 1639 . 3487 ; 71. 41. , 143 ( ) 77712941, 1987 ; FLET * ( T ) 71717 18 HT, 
1988 ; 91. Fr. Fat . 71 919 ( 9 ) ATEITE 12 FAFT, 1988 ; 71. 51. 9 . ( ) 4773777 , 2489 , 297 . 47. 67 17 . 91. ( ), 4147 24 59747 , 
1989 ; 91. 9 . . 114 ( 4 ), ATM 2 . 

1 77, 1964); 11. # 7 fit . A . 116 .1 ( ), yra 20 14F7, 1989 ; 77 . 91 . 9 . 12 ( ) at 8 t , 
1990) ; T . . 17 . # 5 + ( 1 ) TIANST1F , 1941) ; 11 . Tr. f . 1 . 7 + 2 ( 1 ) AVANT 31 $7* * 7 , 1991 917 til 11 . 22( ) ir ay 16 TT, 
1901 प्राग प्रकाशित किए गए थे । 


MINISTRY OF ENVIRONMEMT & FORESTS 
(Department of Fnvironment, Torests and Wildlife) 


NOTIFICATION 


New Delhi, the 21st February , 1991 


G .S . R . 97( E ). — in exercise of the power s conferred by section 25 of 112 : Environment ( Protection ) Act, 1986, ( 29 of 1986 ), the 
Central Government hereby makes the following rules further to amend the Environment ( Protection ) Rules , 1986, namely: --- 

1.(i) These rules may be called the Environment (Protection ) Second Amendment Rules, 1991 . 
( ii) They shall coine into force on the date of their publication in the Official Gazette. 


2 . In the Schedule I to the Environment ( Protection ) Rules, 1986 , after serial number 47 and the entries relating therein the 
following serial numbers and entries shall be inserted , namely : 


- 


. . - - - 


- 


. . 


- - - - - 


- 


- 


- 


- - 


- 


Si. 


Industry 


Parameter 


Standards 


No. 


- - 


- - - 


- 


- - 


- - -- - - - 


- - - - - - - - 

- - - - — 


. - - -- - 


- -- 


- - - -- - - -- 


- 


- 


- - - - 


- 


- - 


EMISSIONS 


48. OLASS INDUSTRY 
1 . Sodaline & Borosilicate and other special Glass 

(Other than I.cad ) 
(a ) Furnace : 

Capacity 

(i) Upto a product draw capacity of 60 MT/Day 
(ii) Product draw capacity more than 60 MT/Day 
( iil) For all capacities 


Particulate matter 


-do 


Stack height 


2,0 kg /hr 
0 .8 Kg/Ml of product drawn 
H = 14 ( Q ) 0.3 where Q is the 
emission rate of So , in Kg lır 
& H is Stack height in meters 
5 .0 mg/NM 
Use of low Nox hurners in 
new plants. 


Total fluorides 


Nος 


(b ) Implementation of the following mycasures for fugitive emission control from other sections :- - 

(i) Raw materials should be transported in leak proof containers. 
( ii ) Cullet preparation should be dustfree using water spraying . 
( iii) Batch preparation section should be covered . 


B . LEAD GLASS 
( a ) Furnace : -- 

All Capacities 


50 mg/NMO 


Particulate 
matter 

Lead 
- - - - - 

--- - -- - - - - - 


20 mg/NM 


- 


- -- - - 


- 


- - - - - - 


- 


- 


--- 


. - 


- . 


- 


- - - - 


- - 


- 


- 


(Dust emission from furnace feeding dog house should be conected to control cquipments and meet above standards. ) 
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ELLA 


(b ) Implementation of the following measures for fugitive emission control from other sections : 
(i) Batch mixing, proportioning section and transfer points should be covered and it should be connected to control equipments 
10 mcet following standards : 

Particulate 

50 mg /NM3 
matter 
Lead 

20 mg/NM 
( ii) Minimum Stack Height should be 30 meter in lead glass units . 


(c) Pot Furnace at Firozabad 

Furnace : 


Particulte matter 


1200 mg/NM : 


Wate _ Depending upon local environmental conditions, State Central Pollution Control Board can prescribe more stringent standards 

than those prescribed above . 
GLASS INDUSTRY ( For all categories ) 

EFFLUENTS: 
PH 

6 .5 - 8 .5 
Total Suspended solids 

100 mg/ L 
i10 & Grease 

10 mg/L 
49 . LIME KILN 

Stack Height 
Capacity :-- 

- do 
Upto 5T/Day 

A Hood should be provided 

with a stack of 30 meter 
height from ground level 

( including kiln height). 

- do 
Above 5T /Day 

H = 14 (Q ) 0 .3 
Where Q is emission rate of 

So , in Kg/ hr and H = Stack 

Height in meters 
More than 5T/Day and upto 40T /Day 

Particulate matter 

500 mg/NM * 
Above 40T/Day 

-do 

150 mg/NM 
EFFLUENTS 

Concentration in mg/ L 
50 . * SLAUGHTER HOUSE , MEAT & SEA FOOD 

INDUSTRY :- - 

Category : 
A . Slaughter House 

BOD , at 20°C 

100 
(a ) Above 70 TLWK 

Suspended Solids 

100 
Oil & Grease 

BOD , at 20°C 
(b ) 70 TLWK & below 


500 


B . Meat Processing 
(a ) Frozen Meat 


BOD , at 20°C 
Suspended 
Solids 
Oil & Grease 


(6 ) Raw Meat from own Slaughter House 


BOD , at 20°C 
Suspended Solids 
Oil & Grease 


Disposal via Screen and Septic 
Tank 


(c) Raw Meat from other Sources 


30 


C . Sea Food Industry 


BOD , at 20°C 
Suspended Solids 
Oil & Grease 


10 


Note :-- - (i) TLWK - - Total Live Weight Killed . ( ii ) In case of disposal into municipal sewer where sewage is treated the industries shall 

install screen and oil & grease separation units. ( iii) The industries having slaughter house along with meat processing units 
will be considered in meat processing category as far as standards are concerned . 
* The emission standards from Boiler House shall conform to the standards already prescribed under E ( P ) Act, 1986 vida 
notification No. GSR 7421E ) dated 30 - 8 - 90 . 


[ 77 H -- + 
- - - = = 


3 (1 )] 


भारत का राजपक्ष : भसाधारण 


-- - 


- - 


- - - - - - - - - 


- 


- - 


2 


- - 


- 


- 


- 


51 . FOOD & FRUTT PROCESSING INDUSTRY : 


EFFLUENTS 


Concentration 
not to exceed 
-mg/L except 


Quantum 
gon /MT of 
product 


pH 


Category : 
A . Soft Drinks 

Fruit based /Synthetic (More than 0 .4 MT/Day) bottles and 
totrapack 


pң 


6 .5 - 8 .5 


100 


Susponded 

Solids 
Oll & Grease 
BOD , at 20°C 


(b ) Synthetic (Less than 0.4 MT/Day) 


30 
Disposal via 
Soptic Tank 


PH 


25 


B . Fruit & Vegetables 
(a ) Above 0 ,4 MT/Day 

PH 

6 .5 - 8 . 5 
Suspended 
Solds 
Oll & Greaso 

BOD , at 20°C 
(b) 0.1-- 0,4 MT/Day (10 MT/Yr) 

Disposal via 

Septic tank 
C . Bakery 
(a ) Broud and Bread & Biscuit 
(1) Continuous process (more than 20T /Day) 

6 .5 - 8 .5 
BOD , at 20°C 

200 
(ii) Non -continuous process ( less than 20 MT/Day ) 

Disposal via 

Septic tank 
(b ) Biscuit Production 
* ) 10 T /Day & above 

pH 

6 . 5 – -8 . 5 
BOD , at 20°C 

300 35 
( it). Below 10 T /Day 

Disposal via 

Septic tank 
D . Confectionories 

BFFLU ENTS 
(a) 4 T /Day and above 

PH 

6 .5 — 8,5 
Suspended 
Solids 
Oil & Grease 

10 

BOD , at 20°C 
(b ) Below 4 T Day 

Disposal via 

Septic tank 
Noto : To ascertain the category of uplt falls the average of daily production and wasto water discharge for tho preceding 30 

operating days from the date of sampling shall be considered 
* The omission from the bollor house shall conform to the standards alroady proscribed under E (P ) Act, 1986, vide Notification 

No. GSR 742 ( B ), datod 30 -8 -90 . 
52. •JUTE PROCESSING INDUSTRY : 

EFFLUENTS 

Concentration in ing/L except 

pH and Water consumption 
pH 

5 . 5 - 9. 0 
BOD , at 20 C 

30 
Suspended 
Solids 

100 
Oil & Greaso 

10 
Water Consumption 

1 .60 Cum / Ton of product 

produced 
Note: 1. Water consumption for tho Juto processing Industry will be 1.3 Cum / Ton of product from January , 1992 . 

2. At the present no limit for colour is given for liquid effifuent. However , as far as possible colour should be removed . 
* Stack omissions from bollor house shall conform to the standards already prescribed under Environment (Protoction ) Act , 

1986 , vide Notification No . GSR 742 (E ), dated 30 - 8 -90 . 
33 61/91 -- 2 


50 


30 


10 
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- - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


30 


53. LARGE PULP & PAPER /NEWS PRINT/RAYON GRADE EFFLUENTS 

Concentration in mg/L except 
PLANTS OF CAPACITY ABOVE 24000 MT/ANNUM 

pH and TOCL 
pH 

7 . 0 – 8 . 5 
BOD , at 20°C 
COD 

350 
Suspended 
Solids 

50 
* TOCL 

2 .0 Kg/Ton of product 
Flow ( Total Wastuwater 
discharge 
* * (i) Large Pulp & Paper 200 Cain / Ton of Paper 

produced 
( ii) Large Rayon Grade/News 150 Cum /Ton of Paper 
print 

produced 
* The Standards for Total Organic Chloride (TOCL) will be applicable from January, 1992. 
* * The standards with respect of total wastewater discharge for the largo pulp and paper mills be established from 1992, will meet the 

standards of 100 Cum Ton of paper produced . 


Pro 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - - - - 


EFFLUENT 


54. SMALL PULP & PAPER 

PAPER PLANT OF CAPACITY UPTO 
24000 MT/ ANNUM : 
CATEGORY : 


-do 


A . * Agrobased 

Total Wastewater discharge . 200 cum / Ton of paper 

produced 
B . * *Waste -paper based 

75 cum / Ton of paper 
produced 

- : - 
* The agrobased mills to be established from January, 1992 will meet the standards of 150 cum /Ton of paper produced. 
* * The waste -paper mills to be established from January, 1992 will mcet the standards of 50 Guin / Ton of paper produced , 


- - 


55 . COMMON EFFLUENT TREATMENT PLANTS : 
A . Primary Treatment 


EFFLUENTS 
( Inlet e Nuent quality for CETP ) 


(Concentration in mg/ L ) 


pH 


5,5 – 9,0 


45 


2 .0 


3 . 0 


Temperature C 
Oil & Grease 
Phenolic Compounds 
(as C , H , OH ) 
Aminonial Nitrogen 
(As N ) 
Cyanide (ag CN 
Chromium (haxavalent) 
(as Cr + 6 ) 
Chromium ( Total) (as Cr) 
Copper (as Cu) 
Lcad (as Pb ) 
Nickel (as Ni) 
Zinc (as Zn ) 
Arsenic (as As) 
Mercury (as Hg) 
Cadmium ( as Cd) 
Selenium (as So ) 
Fluoride (as F ) 
Boron (as B ) 
Radioactive Materials 
Alpha emitters, Hc/mL 
Beta emitters, Hc /ml 


1.0 


3 .0 


0 . 2 


0 , 01 


1 .0 
0 ,05 
15 


2 .0 


10 - 7 
10 -8 


- 


- 


- 


- 


- 


- 


- 


- - 


Noto : 1. 


These stindards apply to the small scale industries, i.o., total discharge upto 25 KĽ /Day . 
For each CETP and its constituent units , the State Board will prescribo standards as per the local needs and conditions ; 
these can be more stringent than those prescribed above . However , in case of clusters of units , the State Boards with the 
concurrence of CPCB in writing, may prescribe suitablo limits . 
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- - 


- 


S 


- - - - 


- 


- 


- 


- - 


1 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


Into inland surface 

waters 


On land for 
Irrigation 


Into Marine 
Coastal arcas 


- - 


- - - 


- 


- 


- 


+ 


ALE 


Troeted I ffluent Quality of Common Iflluent Treatment Plant 


pH 


BOD , 20°C 
Oil and grcuso 
Tomporaturo 


10 


Suspended Solids 


(b ) 
Concentration in mg/l except pH & Tenperature 
5 .5 - 9 , 0 5 . 5 _ - 9 .0 

5 , 5 – 9 .0 
30 100 

100 
10 

20 
Shall not exceed 

45 C at the point 
40°C in any section 

of discharge. 
of the stream within 
15 meters downstream 
from the efflucnt 
outlet. 
100 200 

( a ) For process wasto 
waters - 100 
(b ) For cooling 
water efluents 
10 -perceat above 
total suspended 
matter of inffluent 

cooling wator 
2100 

— 
1 . 0 

1 , 0 

50 
100 

250 

0 .2 
0 ,01 

1.0 
2 .0 
2 .0 

3 .0 
5 .0 
0.05 


510 


100 


250 


0 . 2 


0 .01 


0 - 1 


1 . 0 
2 .0 


Dissolved Solids ( Inorganic ) 
Total residual chlorino 

Ammonical nitrogen (as N ) 
Total Kjeldahl nitrogen (as N ) 
Chemical Oxygen Demand 
Arsenic (as As) 
Mercury (as Hg) 
Lead (as Pb ) 
Cadmium (as Cd ) 
Total chromium (as Cr) 
Copper (as Cu ) 
Zinc (as Zn ) 
Selenium ( as Sc) 
Nickel (as Ni) 
Boron (as D ) 
Percent Sodium 
Cyanide (as CN ) 
Chloride ( as CI) 
Fluoride (as F ) 
Sulphato (as S04 ) 
Sulphide (as S ) 
Pesticides 
Phenolic compounds 
(as C , H , OH ) 


3. 0 


2 . 0 


0 ,2 


1000 


600 


- 


1000 


2 .0 
1000 
2 . 8 
Abscnt 


Absent 


Absent 


1 . 0 


5 . 0 


- - - - - 


Noto : All efforts should be made to remove colour and unpleagant odour as far as possible . 


[No. Q .15013 /2/89 -CPW ) 


MUKUL SANWAL , Jt. Secy , 


FOOT NOTE ; Principal rules published vide S .O . No. 844 ( E ), dated the 19th November , 1996 . Amending Rules published vido 

S .O . No. 82 ( E ), dated the 16th February, 1987, S .O . 393 ( E ). dated 16th April 1987 ; S O 443(E ), dated the 28th April, 
1987 ; SO 64 ( E ), dated the thr oty , 1978 ; CIR SI91F ), dalidite 12th Septintor, 1988 ; S . O . 8 ( E ), dated the 
3rd January 1989 ; G .S .R . 913(E ), dated 24th October, 1989 ; SO 914(E ), dated 24th October , 1989 ; G .S .R . 1063(E ) 
dated 25th December , 1989 ; [ 0 . 1211 ), datedd 

, 1950 , G .SR . 541F ), dated 5th Felmuery , 1990 , G .S .R . 
742 (E ), dated 30th Augus!, 1990 and S . O . 23( E ) dated 16th January, 1991 


Printed by the Manager, Govt. of India Press, Ring Road , New Delhi-110084 

and Published by the Controller of Publications, Delhi- 110054, 1991 


